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Abstract

Diamond has lots of unique and valuable properties that make it a desirable material for many
applications, one of which is radiation detection. When radiation interacts with a diamond
crystal it causes the formation of electrons and positive ions (holes), which, when a potential
difference is applied, can be detected as a current. Tritium decays via beta decay and the aim
of this project was to fabricate a device that could detect the beta particles produced during
the decay of tritium.

Single crystal diamond (SCD) is the ideal substrate for use as a diamond detector due
to its lack of grain boundaries, which prevent the electrons and holes being detected. The
established method of growing SCD, using chemical vapour deposition (CVD), initially
involves a technique called biased enhanced nucleation and uses iridium as a substrate.
Biased enhanced nucleation was not possible with the facilities available, therefore it was
decided that in order to grow diamond for potential use in tritium detectors, the conditions
used for microwave plasma CVD would be optimised to grow the largest, most uniform
grains of polycrystalline diamond. The conditions were optimised using silicon substrates,
grown at varying pressures and methane concentrations whilst keeping constant the power
(1200 W) and total flow rate (600 standard cubic centimetres per minute (sccm)). Scanning
electron microscopy (SEM) images were used to analyse the films and the results showed
that the sample run at 120 torr and 10% methane produced the best grains, with an average
grain size of about 6 mm. These conditions were then used to grow diamond on iridium
substrates, given iridium’s success at enabling SCD growth. However, this resulted in very
low-quality, "ballas" diamond, so was not used any further.

A first set of potential device designs were fabricated using polycrystalline diamond
grown on molybdenum, as a conducting surface was required on the bottom of the diamond
film. The grains were not as uniform or as large as those grown on silicon but showed huge
improvement over the iridium samples. SCD substrates were also acquired and used to fabri-
cate a set of devices for comparison. Initial current leakage measurements indicated that the
single crystal detectors showed suitably small leakage currents, however the polycrystalline
devices gave leakage currents six orders of magnitude larger, and these initial devices were
therefore expected to be unsuitable as radiation detectors. Both sets of devices will undergo
radiation testing in order to further assess their effectiveness as detectors.

Overall, it was shown that not only the conditions, but also the substrates can significantly
influence the quality, size and growth rate of the grains. The silicon substrates, used in the
optimisation process, gave the best films and the iridium substrates gave very poor quality
diamond. Several different device designs were fabricated and initial results concluded, as
expected, that the SCD devices would be the most effective as tritium detectors.
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1 Introduction

1.1 Diamond as a material

1.1.1 Properties and structure of diamond

Diamond is the world’s hardest material (mechanical hardness � 90 GPa) and is highly
prized both by the scientific community and the public. Its useful properties include chemical
inertness, high thermal conductivity (2 x 103 Wm�1K�1) and low thermal expansion (0.8
x 10�6 K�1) along with many others. Despite being less stable than graphite at ambient
pressure and temperature, diamond is the densest form of carbon and therefore is the most
stable form at high pressures.1

Diamond consists of a crystal lattice of tetrahedral sp3 carbon atoms with a bond length
of 1.54 Å (figure 1a). The structure is a face-centred cubic (FCC) arrangement within the
unit cell (figure 1b). This rigid covalent structure gives rise to the unique properties of
diamond. The other common allotrope of carbon, graphite, has shorter bonds of 1.42 Å,
caused by the sp2 nature of the carbon atoms which are arranged in planar hexagonal layers
(figure 1c). Three sp2 hybridised orbitals overlap to form three s bonds between adjacent
carbons and the remaining p orbitals overlap to form a delocalised p bonding network. This
explains why graphite is a much softer material than diamond and the delocalised system of
electrons accounts for the conductivity of graphite.2 Figure 1 shows the differences between
the structures of the two carbon allotropes.

(a) (b) (c)

Figure 1: Structures of a) diamond lattice, b) diamond unit cell showing FCC structure and
c) graphite showing the layers formed.3

Depending on the conditions, the growth of diamond can be orientated along different
crystallographic surfaces resulting in different surface structures for the diamond. The two
most common surfaces are the (100) surface and (111) surfaces shown below in figure 2.4 It
can be seen that the (100) orientation displays flatter, square-like facets whereas the (111)
orientation gives more triangular facets.
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(a) (b)

Figure 2:Crystallographic surfaces of diamond and associated SEM images of surface facets,

a) the (100) surface contains two dangling bonds (usually terminated with hydrogen) per

surface carbon atom however this often rearranges to formp bond dimers with other surface

atoms as shown here in red, b) the (111) surface shows one dangling bond (red) per surface

atom.4

1.1.2 Types of diamond

Even before synthetic diamonds were available, diamonds needed a means of classi�cation

to represent their properties. In 1934 Robertsonet al.distinguished between the two types of

diamond based on infrared (IR) absorbance, ultraviolet (UV) absorbance, photoconductivity

and optical effects - most notably birefringence, which is a property of a material that means

its refractive index depends on the wavelength of incident light.5 From these properties

diamond could be classi�ed as type I diamonds, which were opaque to UV light below about

300 nm, were poor photoconductors and showed birefringence, and type II diamonds which

would transmit UV light, were good photoconductors and did not display birefringence.6 In

1954 Sutherlandet al.suggested that the properties associated with type I diamonds could be

explained by the carbon atoms being in an abnormal state and the presence of impurities.6

These impurities were shown to be nitrogen, which was present in type I but not type II

diamonds. Further research allowed diamonds to be classi�ed as type I (a or b) or type II (a

or b) based on the impurities present and the structure of the crystal (�gure 3).7
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Figure 3:Summary of the different types of diamond. From Breeding and Shigley.7

1.2 Diamond growth

1.2.1 History

It is reported that the �rst synthetic diamonds were made in the 1950s by General Electric,

using high-pressure high-temperature (HPHT) techniques, designed to replicate the way that

diamonds are made in nature. However, these methods could not reliably produce diamonds

which were large enough to be useful.8

The alternative to HPHT methods was to use gaseous substrates to add individual carbon

atoms to a crystal.8 This technique, now known as chemical vapour deposition (CVD),

was �rst achieved by Eversole and although lots of research into these methods of growing

synthetic diamonds was carried out in the 1950s, the �rst published papers did not appear

until the late 1960s.9,10 Derjaguinet al.showed that �lamentary diamond crystals (otherwise

known as whiskers, which are thin spiky crystals) could be grown onto diamond substrates

using carbon-containing gases. However, they faced issues with the more stable graphite

forming, which prevented further growth of the diamonds. The graphite had to be removed at
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the end of the process which presented an extra challenge.11 Poferlet al. then demonstrated

that hydrogen (H2) could be used to etch away 99.9% of the graphite left at the end of the

process. They also showed that boron could be incorporated into the diamond crystal to form

boron doped diamond (BDD), a p-type semiconductor (discussed later in section 1.3.2), by

using a gaseous mixture containing 0.83% diborane (B2H6).12

A signi�cant study by Spitsynet al. in 1981 showed that for optimal growth, CVD should

be carried out at reduced pressures and that the addition of H2 in the gaseous mixture used to

grow the diamond, prevented the formation of graphite. This paper also demonstrated that

diamond could be grown on other substrates (heteroepitaxial), not simply diamond alone

(homoepitaxial), which meant that the potential for synthetic diamonds to be grown on a

useful scale was much more viable.13

1.2.2 Activation

CVD is now a very well established method for diamond growth. It involves activating a

hydrocarbon and H2 gas mixture which leads to the deposition of carbon atoms on a solid

surface.8,14 There are several ways of activating these gases but this report will focus on

thermal activation using hot �laments and activation using a microwave plasma. Although

not discussed in this report, other methods of activation are available including plasma jets,

arch jets, welding torches and plasma torches.8

Hot �lament CVD (HFCVD) involves activation of the gases using a hot �lament within

a vacuum chamber. The wires undergo resistive heating and metals such as tungsten or

tantalum are typically chosen for the �laments due to their high melting points.15 Growth of

synthetic diamond onto non-diamond substrates by HFCVD was �rst reported by Matsumoto

et al. in 1982. Hot tungsten �laments were used, in a chamber �lled with hydrocarbon and

H2 gases, to deposit crystalline diamond onto silicon (Si) or molybdenum (Mo) substrates.

The research found that as the methane (CH4) concentration within the gas mixture increased

from 0.5% to 2%, the shape of the crystals became more rounded and graphite peaks were

detected in the Raman spectra. The effects of the temperature of the heater and �laments

were also investigated and were shown to increase the growth rate. However, accurate mea-

surements of the substrate temperature could not be obtained.16 Figure 4 shows a typical

HFCVD reactor.
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Figure 4:Diagram showing the set-up of a typical HFCVD system.

Microwave plasma CVD (MWPCVD) uses microwaves to supply energy to the the

gas mixture causing the formation of reactive species. The electric �eld causes the elec-

trons within the gaseous species (e.g H2) to oscillate and they are accelerated out of the

gas molecules. These electrons can then go on to collide with other molecules causing

them to dissociate into reactive radicals.17 One of the early examples of this technique

was published by Kamoet al. in 1983.8,18 With what was referred to as microwave glow

discharge conditions, Kamoet al.successfully grew well de�ned diamond crystals that had

not previously been achieved with plasma techniques.18 MWPCVD techniques are now

dominating synthetic diamond growth worldwide and a typical ASTEX-type reactor design

is shown in �gure 5.8
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Figure 5:Diagram showing a typical ASTEX-type MWPCVD reactor.

1.2.3 Mechanism and gas composition

Activation of the gases (for example by hot �laments or plasmas) causes the formation of

reactive radicals such as CH3 or H which, when they strike the surface, can either adsorb or

react. Figure 6a shows a schematic of this. H radicals are key to diamond growth because

they can abstract H atoms from the surface, leaving reactive centres where additional carbons

can attach (�gure 6b).8,14 Several independent crystals grow until they get close enough

to form grain boundaries and continue to grow as a single �lm.14 In general, substrates

are seeded with diamond to start nucleation. Methods include using electrospray to spray

the surface with nanodiamond, dip-seeding using a nanodiamond solution or even manual

abrasion, where off-cuts of diamonds are used to scratch the surface of the substrate.

11



(a)

(b)

Figure 6:Schematic of the physical and chemical processes involved in CVD, a) shows the

overview of the gases, b) shows what is occurring at the surface. From May.8
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High proportions of H2 and H radicals catalyse diamond growth and promote the growth

of sp3 diamond rather thansp2 graphite.8 The H radicals allow for the formation of reactive

sites on the surface of the �lm and will etchsp2 graphite carbons oversp3 diamond car-

bons.8,19 The proportion of CH4 relative to H2 plays a vital role in the quality and appearance

of the diamond. Figure 7 shows a version of the Bachmann triangle, a phase diagram with

the atomic fractions of H, C, and O atoms present on the axes, �rst produced by Bachmann

et al. in 1991, using over 70 sets of experimental data.20 It shows that diamond grown using

low pressure conditions is only possible in a very small area of the phase diagram, which

coincides with the CO tie line (running from the point at which CO occurs on the C-O axis,

0.5, to the opposite corner). Most CVD growths use a large excess of H2 and no O2, as shown

in the bottom left region of the diagram. The effect of varying the CH4 concentration, within

this small area, will be investigated in this report.

Figure 7:Bachmann triangle showing C_H_O phase diagram for CVD diamond growth.

Axes show the atomic fractions, Xa of each of the atoms within the mixture. Adapted from

May.8
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1.2.4 Single crystals

Although methods of growing polycrystalline diamond are well established, single crystal

diamond (SCD) grown using CVD methods is still a challenge. The growth of diamond on

iridium (Ir) was �rst published in 1996 by Ohtsukaet al.and Ir is now considered to be the

most effective substrate for SCD growth, due to dissolution of carbon into the bulk.21–23At

low carbon concentrations, dissolution into the bulk is energetically favourable, however at

high carbon concentrations (at or above� 15% carbon) this process becomes unfavourable

and carbon is driven up out of the bulk causing self-nucleation and fast diamond growth on

the surface. This balance between the two processes is what makes Ir ideal for SCD growth.

Other substrates do not show this �ne balance. For example with Si, the dissolution of carbon

into the bulk is not energetically favourable at any carbon concentrations, but with rhenium

the dissolution into the bulk is still favourable at higher carbon concentrations. These two

substrates do not lead to such effective SCD growth as they do not show a rapid expulsion

of carbon to the surface, allowing for nucleation and growth.22 Ir also shows a narrower

distribution of orientations making SCD growth more likely.23

In order to achieve SCD growth, biased enhanced nucleation (BEN) is used.24 This

technique, �rst published as a predisposition process on Si substrates by Yugoet al. in 1991,

used an initial nucleation step where the CH4 fraction of the gases was increased by up

to as much as 40% and a negative electric �eld was applied across the substrate surface

(known as negative bias). After several minutes, normal CVD conditions were used for the

remainder of the growth and very high densities of diamond nuclei were obtained after 5

minutes (1010 cm� 2). They showed that for Si substrates the minimum voltage required

was -70 V and the minimum CH4 fraction was 5 % for nucleation.25 Ohtsukaet al. used

this technique to grow diamond on Ir and found that an amorphous layer of carbon was

formed on the substrate as a result of BEN and that the diffraction rings, due to randomly

orientated crystals, were of very low intensity. Further studies were carried out to explain

these �ndings.21

When BEN is used with Ir substrates, an amorphous layer of hydrocarbon initially cov-

ers the Ir, which is then bombarded by H radicals leading to etching of the hydrocarbon.

An equilibrium between the deposition and etching is reached and a layer of amorphous

carbon 1 nm thick is formed. Spontaneous nucleation of primary diamond nuclei can occur,

although with a very low probability, so the number of nucleation sites is very small. New

primary nuclei tend to form near the original nuclei, with similar orientations, creating crystal

domains. BEN conditions cause the etching of diamond when grown on Ir, which means

that the diamond crystals cannot grow vertically during the nucleation period. However,

lateral expansion along the surface is possible, which leads to the formation of secondary

diamond nuclei.23,24,26This growth arises through an orientated attachment (OA) growth

mechanism which was explored by Liet al.and showed how the grain boundaries could be
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eliminated.26,27They discovered that the particles continuously rotated until they matched

the lattice precisely. Then, at distances of less than 1 nm, a “jump to contact” was observed,

driven by short range forces that depended on orientation, which led to lateral growth by

addition of single atoms.27 Given that primary nucleation is very rare, the majority of nuclei

would result from lateral growth from these primary nuclei. Once the BEN has been removed,

the amorphous layer of hydrocarbon is etched away, leaving isolated crystalline diamond.

This provides the nuclei for the SCD �lm to grow.23,24,26Figure 8 shows the steps involved in

the nucleation of SCD on Ir using BEN.23 BEN also helps to increase the amount of carbon

that can be absorbed into the bulk, which when expelled, leads to rapid nucleation.22 To date,

Ir is the only suitable substrate with which BEN has successfully been used to grow SCD.23,26

Figure 8:Schema showing the steps involved in BEN on Ir, a) substrate before biasing, b) the

amorphous carbon layer formed which is etched away by ion bombardment, c) spontaneous

nucleation of primary diamond nuclei, d) lateral expansion of domains, leading to secondary

nuclei, e) once BEN is removed, the amorphous layer is etched away leaving individual

diamond crystals. From Schreck et al..23

1.2.5 Analysis of diamond �lms using Raman spectroscopy

Raman Spectroscopy is a key technique used to identify and provide an indication of the

quality of diamond �lms. A laser beam is used to probe the vibrational states of a molecule,

similar to infrared (IR) spectroscopy. However, IR spectroscopy directly measures the energy

difference between states by absorbing a photon (�gure 9), whereas Raman spectroscopy

involves the excitation of an electron to a virtual energy level by a photon of higher energy

(visible light rather than IR), which then relaxes and emits a photon which can be detected.

The difference between the absorbed and emitted photon is then used to determine the energy

gap. Figure 9 highlights the three transitions normally observed in Raman spectroscopy;

Rayleigh (R) scattering where the electron relaxes to the same energy level at which it started,

Stokes (S) scattering where the electron relaxes to a higher energy level than the level at

which it started and anti-Stokes (A) scattering where the electron relaxes to a lower energy

level than the level at which it started.28
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Figure 9:Scheme showing the energy changes occurring in IR and Raman spectroscopy.

Rayleigh (R), Stokes (S), and anti-Stokes (A) Raman transitions are shown separately. From

Sanzenbacher.28

The Raman spectrum of SCD shows one sharp peak at 1332 cm� 1, due to the vibrations of

thesp3 structure (�gure 10a). Figure 10b shows the Raman spectrum of graphite, where two

differentsp2 vibrations can be detected; named the D peak and the G peak. Polycrystalline

diamond often contains peaks from bothsp3 andsp2 carbons. The presence of a large G peak

in a diamond Raman spectrum can indicate a low-quality diamond, which is illustrated by

�gure 11.

(a) Diamond (b) Graphite

Figure 10:Raman spectra of a) SCD and b) graphite. From Sanzenbacher.28
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Figure 11:Graph showing the increasing intensity of the G peak (from a to e) indicating a

decrease in diamond quality. From Sanzenbacher.28

1.3 Diamond as a semiconductor

1.3.1 Band theory

Band theory underpins our understanding of the electronic properties of solids. When

molecules crystallise to form a solid, the overlap of a large number of atomic orbitals (AOs)

leads to a series of closely spaced molecular orbitals (MOs). These can be thought of as a

continuous band with the most bonding character at the bottom and the most antibonding

character at the top (�gure 12a). A density of states diagram (�gure 12b) can be built up,

taking the number of energy levels in a set range, divided by the width of the range, to

calculate the density of states (r ) at any given point. This is not uniform across the whole

band as some energy levels are closer than others. Each set of AOs generates a band (for

example overlap of s orbitals would lead to an s band) and multiple bands separated by band

gaps (�gure 12c) build up the electronic structure.29
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(a) (b) (c)

Figure 12:Summary of how electronic structure of solids is built up, a) energy level diagram

to show how multiple AOs can overlap to form a continuous band which leads to a density

of states diagram, b) density of states diagram showing the number of energy levels in

an in�nitesimal range, c) overlap of different AOs leads to the formation of several bands

separated by band gaps.29

The Fermi level is de�ned as the highest occupied energy level at T = 0 K and allows

materials to be categorised as conductors or insulators. As shown in �gure 13, the Fermi

level of conductors (typically metals) lies within a band and the Fermi level of insulators lies

between bands. In metals the highest occupied band is only half full so electrons can easily

be promoted to the next energy level within the band, therefore the electrons are classed as

mobile, and the material can conduct (�gure 13a). The conductivity of metals decreases with

temperature. Insulators on the other hand have a �lled band (valance band) and an empty

band (conduction band) with the Fermi level between them, which means that electrons

cannot be easily promoted so are not mobile (�gure 13b).
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(a) Conductor (Metal) (b) Insulator

Figure 13:Diagrams to show band structure and Fermi level of a) a metallic conductor and

b) an insulator.29

There is a third class of compounds, known as semiconductors, which can be divided

into intrinsic and extrinsic semiconductors. Intrinsic semiconductors occur in materials with

very small band gaps where a small amount of thermal energy can cause electrons to move

into the conduction band (�gure 14a). This also leaves positive holes within the valance band.

The presence of both the holes and promoted electrons (now mobile) causes the material

to become conductive and the conductivity increases with temperature as more electrons

get promoted to the conduction band. It is worth noting that at room temperature most

semiconductors have a much lower conductivity than metallic conductors because fewer

electrons and holes are free to move. The second type of semiconductors, extrinsic, are

semiconductors due to the presence of small amounts of impurities.29

Extrinsic semiconductors can be broken down into two classes: n-type and p-type. The

addition of atoms with more electrons than the parent atom, leads to n-type doping whereas

addition of atoms with fewer electrons than the parent atoms leads to p-type doping. With

n-type doping the �lled dopant band lies near the empty conduction band (�gure 14b), which

allows the electrons to move up into the conduction band and move through the crystal.

P-type doping forms an empty acceptor band just above the valance band (�gure 14c), which

can accept electrons and form holes within the valance band allowing the electrons to move.

The “n” and “p” labels are based on whether the charge carriers are negative electrons or

positive holes respectively.29
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(a) Intrinsic (b) n-type (c) p-type

Figure 14:Diagrams to show band structures of semiconductors, a) shows an intrinsic

semiconductor with a narrow band gap. The electrons have been promoted to allow for the

formation of both positive and negative charge carriers, b) an n-type extrinsic semiconductor

showing the dopant band just below the conduction band, c) a p-type extrinsic semiconductor

with the acceptor band just above the valance band.29

1.3.2 Diamond doping

Intrinsic diamond is a wide bandgap insulating material (band gap 5.47 eV), however the

addition of dopants can cause changes to the conductivity as described above.30 Various

dopants have been used throughout the years and although doped diamond can be formedvia

ion-implantation, adding the dopant into a gas-mixture in CVD techniques is the most well

established technique and avoids the risk of damaging the crystal. Boron doped diamond

(BDD) is by far the most common dopant for semiconducting applications and exhibits

p-type doping.31 Although n-type doping, for example using phosphorus, has been achieved

and is often required for more complicated electrical devices, it is much harder to achieve

and will not be discussed any further in this report.32

The conductivity of BDD can be carefully controlled by the amount of boron present in

the crystal. One of the most common uses of BDD is as inert electrodes in electrochemistry

and it has even been shown to exhibit properties that surpass metals such as platinum. Other

electronic devices such as temperature or pressure sensors and Schottky devices have also

used BDD.31 The use of BDD in diamond detectors is also becoming more and more popu-

lar.33

The presence of boron in the diamond can also cause changes to the appearance of the

Raman spectrum. BDD causes a red-shift (the peak moves to a lower wavenumber) in the

diamond peak and a peak broadening. Two broad peaks are also observed at 500 cm� 1 and
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1200 cm� 1. Figure 15 shows the Raman spectra, between 1000 cm� 1 and 1500 cm� 1, of

samples containing different amounts of boron doping. As the boron concentration increases

the peaks become broader and more red-shifted. The width and position of the peaks can be

used to determine the boron concentration of samples if a suitable set of calibration data is

available.34

Figure 15:Raman spectra of BDD containing different levels of boron doping. From Mortet.34

1.4 Diamond detectors

1.4.1 Theory

As mentioned above, diamond possesses many properties that make it effective for radiation

detection. Its radiation hardness and chemical inertness mean diamond is suited to extremely

harsh environments which other elements such as Si cannot withstand. The high resistivity

and large band gap of diamond are also useful properties.35 In theory, any radiation with a

higher energy than diamond's band gap (5.47 eV) can be detected, including various particles

such as alpha particles, electrons or neutrons.36 The basic concept of diamond detectors

is that radiation, for example an electron, is �red at a diamond crystal, causing secondary

electrons to be released along with the formation of positive ions or "holes". An electric �eld

is applied to the device causing the electrons to move towards the positive electrode and the

holes to move towards the negative electrode. These can both be detected by the presence of

a current (�gure 16).36–38Anything that causes the formation of electrons and holes within
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the crystal can be detected.35 These devices can run in pulse counting mode where each

individual event can be detected or current mode where a continuous signal is seen.36

Figure 16:Schematic showing the basics of how a diamond radiation detector works. From

Jain et al..36

One of the dif�culties with diamond-based detectors is the poor resolution that is achieved

with polycrystalline diamonds. The presence of grain boundaries or defects within the crystal

can cause the pairs of holes and electrons to become trapped and then they cannot be detected.

This means that SCDs are required for high resolution diamond detectors which, as described

in section 1.2.4, are dif�cult to grow.36

1.4.2 History

The use of diamonds as detectors can be traced back to the 1920s when research was carried

out into natural diamonds as photoconductive UV detectors which acted as crystal counters

to replace the traditional gas counters.35 In 1949 Hofstanter published a review paper on

“crystal counters” followed by a second paper in 1950 which detailed how basic radiation

detectors worked.37,38At a similar time, Friedmanet al.showed that only type II diamonds

(transparent to UV radiation) demonstrated the properties required for detectors.39,40Free-

manet al.studied this further and used birefringence experiments to show that the presence of

laminations (lines that show up in birefringence patterns due to areas of different symmetry)

can affect the detector properties. These laminations were caused by a mosaic-like structure,

a feature of non-counting diamonds, whereas in counting crystals fewer laminations were

observed. Their explanation was that the mosaic-like structure prevented electrons from

passing through the crystal.40,41These low birefringence type II diamonds are now classed

as type IIa diamonds meaning they contain no impurities.7

Various groups have published work looking at the energies associated with the formation

of ions and holes within the crystal, when diamond is used as a detector. In 1950 McKay

showed that the movement of the charged species could be quanti�ed and Champion and

Wright published their work in 1958 looking at alpha particles and diamond counters. They
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noted that recombination is often observed between the charged species and they studied

the energy of such processes.42,43 In 1959 Kennedy used pulse counting methods to detect

electrons and these techniques were also used to measure the energy of the ion pairs forming

within the diamond.44 Dean and Male also studied the energies associated with the formation

of holes and presented an explanation for the difference in measurements between alpha

particles and electrons (the difference is caused by the different magnitudes of the electric

�elds produced by the particles themselves along their path within the crystal). They reported

a minimum value for the mean energy required to create an electron hole pair from an alpha

particle as 24.5� 1 eV and the value for the electrons reported by Kennedy was 18.5� 1.5

eV.44,45There has also been a myriad of other work done exploring the use of diamonds as

detectors and particle counters and their interactions with, for example, x-rays and gamma

rays. Kaniaet al. published a review paper in 1993 which describes this work in more

detail.35

1.4.3 Designs

There are various designs used within the �eld of diamond detectors, some with intrinsic

undoped diamond and some with doped p-type semiconducting diamond. One of the simplest

designs, using intrinsic diamond, is known as a metal-insulator-metal (MIM) device. It

consists of a high resistance diamond between two metal contacts (electrodes) with a voltage

applied across the device. When the electron and hole pairs are formed, they move towards the

electrodes and a current is detected.35 Other designs include various semiconductor junctions

where the semiconducting diamond is in close contact with a metal, another semiconductor

or even intrinsic diamond. Semiconductor-metal contacts form what are known as Schottky

barriers or Ohmic junctions (depending on the level of doping) where the diamond and metal

come into contact with one another.46 Schottky barriers, or rectifying contacts, are associated

with low level doping and only allow current to �ow in one direction (�gure 17a). Ohmic

contacts on the other hand, are associated with higher levels of doping and allow current

to �ow in both directions (�gure 17b).46,47Metal-semiconductor-metal devices require an

external voltage to be applied due to the symmetry of the contacts whereas other detectors

that simply have one Schottky junction, have an internal in-built electric �eld, so do not

require an external voltage. An example of this is a p-type-insulator-metal (PIM) device, in

which an intrinsic layer is introduced to increase the thickness of the region containing the

built-in �eld allowing more electron carriers to be collected.48
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(a) Schottky Junction (b) Ohmic Contact

Figure 17:Graphs showing current (I) voltage (V) curves for a) a Schottky junction where

current can only �ow in one direction and b) an Ohmic contact where current can �ow in

both directions.

An example of another detector design was published by Verona in 2011. This device uses

a PIM design which has a Schottky junction between the metal and the intrinsic diamond.

The I-V curves for this design demonstrated this Schottky behaviour (�gure 18). These

devices showed very low background noise meaning the signals from the incident radiation

could be clearly detected.49

Figure 18:Graph showing the I-V curve for a PIM device.49

1.4.4 Charge collection ef�ciency

One of the measures of the effectiveness of a detector is the charge collection ef�ciency

(CCE) hc. The CCE is the fraction of the initial charge that ends up being detected, i.e.

the charge detected compared to the charge produced within the crystal, due to incident
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radiation or ions.50,51 It is often used as a way of evaluating detectors and is described by

equation 1, whereQexp is the experimentally measured charge andQgen is the amount of

charge generated in the diamond crystal during the experiment.

hc =
Qexp

Qgen
(1)

An example of CCE values in use was published by Satoet al. in 2016. They used CCE

values to compare the detection of various charged particles by a SCD CVD detector. The

detector was a simple MIM design with aluminium (Al) and gold (Au) metal contacts. The

results demonstrated a 95% or more CCE for He+ ions, however much lower CCE values for

heavier atoms, such as Au, which had a CCE of� 30%.51

1.4.5 Recent work

Research is ongoing into the use of diamonds as detectors within a variety of industries

and a few examples of some of the most recent detection devices are given below. Lioliou

et al. recently published a study using SCD with Al contacts as a detector for low energy

x-rays and electrons. However, the CCE values were relatively low at� 15-20%. They

hypothesised that these low values were caused by the presence of a depletion region (at

the interface between the metal and the insulator is a region where no charged species are

present), which reduced the applied electric �eld. With further re�nement these CCE values

could be improved.52

Following on from Lioliou's research, a paper was published investigating the use of

CVD SCD in electron spectrometers, with a particular focus on their use in space and po-

tential space science instruments. Currently, solid state detectors made from Si need to be

kept below20� C and often require shielding from radiation. Diamond could be the solution

to these issues. An MIM detector with silver electrodes was used to detect relatively low

energy electrons (� 63 keV) however there were some issues with the device becoming

polarised. They were unable to explain the exact cause of the polarisation, so further work

is required, but there is potential for these devices to have very high quantum ef�ciencies

(amount of energy deposited in the detector by the electrons hitting the face of the detector,

as a function of the electron's energy). With electron energies of 66 keV they achieved a

quantum ef�ciency of 0.79 but with the potential to increase to 0.97 by reducing polarisation

effects.53

Suet al.used an MIM design with SCD between two Au electrodes. The structure is

shown in �gure 19. This device was able to detect alpha particles and gamma radiation and

gave extremely high CCE values of� 99%. The device was also shown to respond quickly

and was suitable for fast-timing applications.33
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Figure 19:Structure of MIM diamond detector reported by Su.33

Curtoniet al.have been researching the use of CVD diamond detectors in hadronther-

apy. Hadrontherapy is a type of radiotherapy based on ion beams, however it is dif�cult

to accurately measure the ion range within the patient. They have been investigating the

use of diamond detectors in an ion range veri�cation system, and have had some success,

especially with CVD SCD, which can count numbers of individual protons within a cluster.

However, polycrystalline detectors were also tested and despite lower resolutions than the

SCD detectors, they showed good results when using carbon ion therapies.54

Despite lots of recent success within the �eld of diamond detectors there are still issues

surrounding polarisation effects or lack of current due to depletion regions (space-charge

effects). Abubakret al.have published a paper using laser processing of the diamond surfaces

within a diamond detector which helps to selectively dope regions of the diamond and can

help to improve the metal-diamond contact. In turn, this has been shown to reduce space-

charge effects and increase CCE values. The diamond was submerged in a liquid containing

the dopant (for example phosphoric acid was used to dope with phosphorus) before shining a

laser beam onto the sample at the site where doping was required. This technique has the

potential to improve detectors that are, for example, used in radiotherapies such as those

mentioned above. Figure 20 shows the improvement to the current density measurements,

and therefore sensitivity of the laser processed contacts, compared to typical metal contacts,

such as Ti or Mo.55
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Figure 20:Graph showing improved sensitivity of laser processed contact compared to a

typical metal contact. From Abubakr.55

1.5 Tritium detection

1.5.1 Tritium decay

Hydrogen has three isotopes;1H is the most common however2H (deutirium) and3H

(tritium) play an important role as fuel in fusion reactors. Tritium and deuterium come

together to form helium-4 and a neutron, releasing high amounts of energy (2). However,

tritium is not naturally abundant, therefore must be produced from various lithium-based

materials such as Li2TiO3, by bombardment with neutrons. One of the issues in fusion

reactors is that hydrogen and its isotopes can penetrate the metal walls within the reactor and

are retained. The result is that the amount of available fuel decreases, so it is vital to be able to

detect that there is enough tritium available for the reaction.56 Due to the radioactive nature

of tritium it is also important to ensure that any tritium which escapes into the environment

can be detected.

3
1H+ 2

1H ��! 4
2He+ 1

0n (2)

Tritium decays by beta decay into helium-3, a beta particle (electron) and a neutral

subatomic particle called an antineutrino (3). However, unlike a lot of beta decay paths, the

electron is very low energy with an average of 5.7 keV rather than a few hundred keV (�gure

21). The total energy of the electron and antineutrino is 18 keV. Tritium also has a relatively

short radioactive half-life of 12.3 years and an extremely short biological half-life of 10

years, which means that if ingested, only 1 in 650 tritium particles will decay whilst in the

body. So, while tritium is considered highly radioactive, it has very low radiotoxicity.57
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